Pharmag Instruments Metal Detector MD - 101 is
a tablet metal detector, meeting the pharmaceutical
industries requirements for sensitivity, stability and
sanitation. This Pharma Metal Detector is designed for
the detection and removal of minute pieces of ferrous,
nonferrous and stainless steel contaminations. Such
particles sometimes enter the product stream from
deteriorating processing equipment components
such as worn sieve wires or splintered dies. Its compact
design accommodates many space-restricted areas
within tabletand encapsulation rooms.

Pharma Metal Detector provides 100% in-line
inspection of tablets and capsules at the outlet of the
press and screens for ferrous, non-ferrous and stainless
steel contaminants. It has many features to enhance
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quality control measurements without interfering with
smooth high-speed tablet manufacturing. This also
allows easy integration with dedusters and collection
drums. The construction of this special Stand saves
space into the production room and reduces the
retention areas. Cross contamination from production
changes is prevented by its clean design and easily
removable throughput chute, reject gate and cover.

The scanning capacity is 10,000 tablets per minute and
the metal detection head is fully adjustable for the
heightand angle to ensure the best possible speed and
detectionaccuracy.

The Metal Detector chute can be quickly and easily
dismantled for routine cleaning and product
changeover. Conforms to the hygiene requirements of
the pharmaceutical industry this system can be
combined with all high performance Tablet
compression machine and z dedusting systems.
Flexible operating height,

angle and frame with lockable casters allow for easy
integration to any production facility. The complete
unit takes up minimum system length.



SPECIFICATIONS

VERSION

Aperture Size

Types Of Metals Detected
Capacity

Supported Tablet Sizes
Operating Voltage
Load

Total Weight

Rejection Mechanism
Available Features

Infeed Height
Out Feed Height
Documentation
Certificates

Metal Detector MD-101

Digital Version
75mm Width X 25mm Height
All Type of Metals Are Detected. Fe, N Fe & Ss

10000 Tablets Per Minute Max. For 12mm Dia Tablets 3000 To 5000 Tablets Per Minute Max
For 25mm Dia Tablets

3mm Dia To 40mm Dia

160 - 230V, AC, 1PH, 50-60 Hz

100VA

Approx. 60 Kgs

Flap Type High Speed Rotary Solenoid with Inbuilt Reject Collection Bin

Data And Settings, Real Time Clock, Internal Memory Storages, 100 Product Memories,

Parallel Printer & Also Through Rs 232, 3 Level Password Protection, Self Test Facility ,
20ch X 4 Lines Lcd Display, 8 Keys Keypad Settings, Reject Confirmation, Rs 232 & 485

675 mm To 1000 mm (adjustable)

425 mm TO 750 mm (adjustable)

1Q, PQ, DQ, OQ validation protocol is provided
Test Certificates, MOC, Warranty, Etc Included.

* Specification are subject to change without prior notice
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Manufacturing - Head Office :
B-60, Asokar Street, A Colony, Jothi Nagar,Pollachi - 642 001, Coimbatore District, Tamil Nadu, India.
Cell No: +91-94420 00654, 9442000658, Email : sales@pharmaginst.com, www.pharmaginst.com

International Sales Office:
Mr. Alex Guillen,ECCS, SA., Via Gordemo 28, 6596 Gordola, Switzerland,
Cell No: + 41 76 3754732, Fax No: + 41 91 7450708 Email : info_europe@pharmaginst.com
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